








@ Pnématik Rakorlar | Pneumatic Fittings OwINMAN®

Winman Cabuk Baglanti Elemanlari | Quick Connect Fittings
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Winman Metal Cabuk Baglanti Elemanlari | Metal Quick Connect Fittings
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Hose Diameter
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Winman Metal Sikmali Baglanti Elemanlari | Metal Push On Fittings
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Winman Paslanmaz Celik Baglanti Elemanlari | Stainless Steel Fittings
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Winman Pnomatik Susturucular | Pneumatic Silencers
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Sang-A Clean Baglanti Elemanlari / Clean Fittings
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Winman Yliksek Hizli Déner Baglanti Elemanlari | Rotary Joints
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Hortum Gaps
Hose Diameter

Max. Dénlis Hiz1=1500 dev/dk
r.p.m Max.=1500

@ www. hid-tek.com.tr

‘4‘6‘8‘10‘12




@WINMAN® Pnématik Uriinler | Pneumatic Products @

Winman Hava Tabancalari | Air Guns

Oigii
Dimensions
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Metal
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Winman PU hortumlar ( seffaf, mavi, siyah, gri, kirmizi, turuncu, sari, yesil, transparan ) PU Hoses

‘é/gu / Dimensions | 3x2|ax2,5 | 5x3 | 6x4 | 8x5.5 [10x6,5[12x8 | 12x9 | 14x9 [14x10|16x11 [16x12 ‘

Winman PA12 Teflon Welding Hortumlar | PA12 Tefion and Welding Hoses

‘élgﬁ/D/mensions | ax2 | a2| 6xa | 86 | 10x8 | 1200 | 12x10 | 16x13 ‘

H«\ \7?), PA12 ‘ Patlama basinci 50-150 bar arasi
= - Exploding pressure between 50-150 bar
Teflon ‘ Patlama basinci 10-35 bar arasi. Galisma sicakligi 200°
Exploding pressure between 10-35 bar & Working temperature 200°

Winman PU Spiral Hortumlar | PU Spiral Hoses

‘élgﬁ/Dimensions | ax2 | exa | 8x5 |10x65 | 12x8 ‘

Aciima Metraji
Opening Quantities

(16| 3 [as | 6 |7 |o |01

Winman Hava Taragi / Spray Nozzle Winman Hortum Makasi / Tube Cutter

‘ Dis Boyutu / Thread Size ‘ 1/8 ‘

Winman Shock Absorberlar | Shock Absorbers

Ofedi (metrik) | g | 10|12 | 14 | 20 | 25 | 27 | 36

Dimensions (metric)

Standart Stroklar

Standard Strokes ‘ 6 ‘ 8 ‘10 ‘12 ‘ 15 ‘20 ‘ 25‘30 ‘40 ‘50 ‘ 60 ‘ 80
‘ Cesit / Type ‘ Avyarli / Adjustable ‘ Ayarsiz / Nonadjustable ‘

www.hid-tek.com.tr @




Pnématik Uriinler | Pneumatic Products (WITTTYE

Winman Paslanmaz Pistonlu Vanalar / Stainless Piston Valves

OIgﬁ/Dimens/ons. 3/8 ‘1/2 3/4 | 17 11/a | 11/2| 27 |21/2

Kod /Code . DN10 ‘ DN15|DN20 | DN25| DN32 | DN40 | DN50 | DN65
. Plastik Silindirli | Aliminyum Silindirli|Paslanmaz Silindirli
Cesit /Type With Plastic Piston | With Aluminium Piston | With Stainless Piston

Govde Tipi 2 Pargali 3 Parcali
Body Type 2 Pieces 3 Pieces
Fonksiyon 2 Yollu 3 Yollu
Valve Function 2 Ways 3 Ways
Kalite / Quality 304 316

Winman Hidrolik Aktuatorli Vanalar | Hydraulic Actuators Valves

Olgii | Dimensions | 3/8 | 1/2 | 314 | 1" ‘

. Hidrolik Vanali Flangh
Cesit / Type With Hydraulic Vaive With Fiange
Fonksiyon 2 yollu 3 yollu
Valve Function 2 ways 3 ways

., Tek Etkili Cift Etkili
Cesit / Type ‘ Single Acting ‘ Double Acting

Not : 6 bar da cikis torku icin bilgi aliniz.
Note : Ask for information on torque in 6 bar.

Winman Elektrikli Akttiator Winman Aktlator Limit Switch Box
Electric Actuator Actuator Limit Switch Box

Voltaj / Voltage : 220V
Tork bilgisi aliniz.
Request information on torques.

Not: Aktlator ag-kapa bilgisini
elektrik sinyali olarak vermektedir.
Note : Actuator gives the open-close
information as electrical signal.

Winman Pistonlu Pirin¢ Vana |/ Brass Piston Valve

‘élgL'J/Dimens/ons |12 |3 | 17 118 [112] 27 ‘
) Cift etkili
Cesit / Type ‘ Double action
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@WINMAN® Paslanmaz Vanalar | Stainless Steel Valves

Winman Disli Paslanmaz Kliresel Vanalar |/ Ball Valve With Platform

Olgi /Dimensions | 1/2 | 3/a| 1" [11/a[1 12| 27| 2172 | 3" | &

Gévde Tipi / Body Type | 2 Parcal /2 Pieces . 3 Parcali / 3 Pieces

Fonksiyon 2 Yollu 3 Yollu
Valve Function 2 Ways 3 Ways
‘ Kalite / Quality 304 316

Winman WAFER Tip Kelebek Vanalar | WAFER Type Butterfly Valves

s 9

Winman WAFER Paslanmaz Kiiresel Vanalar | WAFER Type Thin Ball Valves

‘32 ‘40‘50 ‘65‘80 ‘100‘125‘150

@ Gap / Diameter
‘ 200. 250‘300 ‘ 350 ‘400 ‘450 ‘ 500 ‘ 600

Doékim Klepeli
With Casting Vaive

316 Paslanmaz Klepeli

esit / Type
Gesit/ Tip With 316 Stainless Valve

Not: Calisma basincina gore tork bilgisi aliniz.
Note : Request information on torques according to working pressure.

‘@Qap/DIameler | 15| 20| 25 [ 32 |40 | 50] 65 | 80‘100‘
Not: ISO 5211 aktuatére uyumlu 316 WAFER kiresel vana.
Note : 316 WAFER bal valve compatible with the ISO 5211 actuator.

@ Cap / Diameter ‘ 15 ‘ 20 ‘ 25 ‘32 ‘40 ‘50 ‘65 ‘80 ‘100‘125‘150‘200‘

Cesit / Type

2 Pieces 3 Pieces

2 Parcali 3 Parcali

Not: ISO 5211 aktiatére uyumludur.
Note : Compatible with the ISO 5211 actuator.
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